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Abstract
Toxic metals are a signi� cant cause for concern, considering freshwater the major route 
of their transport even far from point and di� use sources. � is paper presents a novel 
combined method using electrical measurements and microwave spectroscopy based 
on functionalised electromagnetic (f-EM) sensors. � ick � lms based on β-Bi2O3 were 
screen-printed on planar sensors for monitoring continuously Zn concentrations in 
water. Results demonstrate the capability of this novel sensing system to measure in 
real-time Zn concentrations, especially in the range 0-1  mg/L and consequently the 
possibility to detect an unexpected pollution event, which can generate an increase of 
Zn in water.
Keywords: Zinc, online monitoring, microwave spectroscopy, f-EM sensor, water 
pollution

Introduction 
Metal pollution from both active and aban-
doned mines is a global environmental prob-
lem, with leaching from waste heaps and 
the groundwater which ascents a� er pump-
ing stops, being a particular concern (Envi-
ronment Agency 2008). � e combination 
of point and di� use sources and freshwater 
largely determines the dispersion of toxic 
metals (Cd, Pb, Cu, Zn, Ni, Fe, etc) into the 
environment. Surface waters are the major 
dispersion vehicle of pollution of these con-
taminants. 

Zinc (Zn) is an essential element hav-
ing a role in many biological functions (e.g. 
cellular metabolism, catalytic activity of en-
zymes, protein synthesis, and so forth) in liv-
ing organisms. However, at high concentra-
tions and with long-term exposure, Zn can 
have toxic e� ects on humans and other liv-
ing organisms, that can include respiratory 
and neuronal disorder (Kashin and Ivanov 
2010). Accordingly, several environmental 
quality standards (EQS) exist for Zn in water; 
these are summarised in tab. 1 (Edokpayi et 
al. 2016; UK Technical Advisory Group on 

EQS UK TAG
UK Technical 

Advisory Group 
on the EU Water 

Framework 
Directive

US EPA
US 

Environmental 
protection 

agency

WHO
World Health 
Organisation 

US EPA
US 

Environmental 
protection 

agency

DWAF
South African 

Department of 
Water A� airs 
and Forestry

DWAF
South African 

Department of 
Water A� airs 
and Forestry

Surface water Surface water Drinking water Drinking water Domestic 
water use

Protection of 
aquatic life

Zinc
(mg/L)

0.008-0.125a 0.059-0.210a 3 5 3 0.002 

Table 1 Summary of the EQS established for Zinc (in mg/L) by worldwide organisations.
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the Water Framework Directive 2008). Zn 
concentrations in mine water typically range 
from 0.1 to 10  mg/L but can be as high as 
500 mg/L (Byrne et al. 2012). 

� ere are many examples where the waste 
from mining has posed a risk to water re-
sources and to animal and human health. For 
example, high-� ow conditions lead to an in-
crease in Zn concentrations, due to the ero-
sion and weathering of the waste materials 
and the dissolution of e�  orescent salts (Cidu 
et al. 2011). However, this is not a general 
rule: at many sites the metal concentrations 
decrease because of the dilution (Wolkers-
dorfer 2008). � erefore, proper impact as-
sessment by continuous monitoring of toxic 
metals in water is essential for the optimal 
environmental management, understanding 
better metal dynamics and for planning e� ec-
tive water remediation.

Currently, no method can guarantee in-si-
tu continuous monitoring of water resources. 
Traditional methods require labour intensive 
� eld sampling and costly o� -line laboratory-
based methods of analysis, limiting the ability 
to manage remote sites, and the detection of 

the immediate e� ects of accidental contami-
nation events. Consequently, it is necessary 
to develop advanced sensor technologies for 
adequate in-situ and real-time water proper-
ties monitoring.

Accordingly, a developing sensing sys-
tem able to monitor Zn ions in mine water 
continuously is an electromagnetic (EM) 
wave sensor system, operating at microwave 
frequencies(Korostynska et al. 2013). � is 
method is able to give an immediate and con-
tinuous response at speci� c frequencies when 
a water sample with diverse pollutant concen-
tration is placed in vicinity of the EM � eld. 
With the purpose to produce a more speci� c 
spectral response for measuring a single con-
taminant at low concentration in water, the 
synergy with chemical materials is providing 
interesting advantages (Azmi et al. 2017).

� is work reports the preliminary � nd-
ings of an investigation into the use of micro-
wave, electric techniques and interdigitated 
(IDE) sensors functionalised with β-Bi2O3 
based coatings for continuously detecting 
changes in the concentration of Zn in the 
range 0-10 mg/L in water. 

Figure 1 Scheme which explains the microwave interaction with a water sample placed on uncoated planar 
sensors and f-EM sensors: the incident waves, originated from a Vector Network Analyser (VNA), interact in 
a unique manner with the sample under test and generate a re� ected signal (S11) at speci� c EM frequencies. 
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Materials and methods
Microwave spectroscopy 
� e principle of microwave spectroscopy is 
based on the interaction between incident 
waves and the properties of the water sam-
ple presented to the sensing structure. � is 
produces a re� ected wave, with a spectral 
response at speci� c frequencies (Korostyn-
ska et al. 2013), as illustrated in � g. 1. � e 
change in the re� ection coe�  cient (S11) can 
be linked to the composition and concentra-
tion of the measured solution, which depends 
on the variations in several parameters (such 
as conductivity, capacitance, resistance, and 
permittivity, as well as temperature, chemi-
cal structure, molecular composition, etc.). 
By specialising the sensor with some speci� c 
functional material (e.g. inorganic oxides, ze-
olites, organic polymers), it is possible to ob-
tain a more speci� c signal, due to the physical 
or chemical interaction between the material 
and the analyte under test (Frau et al. 2017).

F-EM sensors
F-EM sensors are a novel alternative for im-
proving the performance of the outgoing mi-
crowave spectroscopy and solve the lack of 
sensitivity and selectivity response for each 
metal, hence detecting lower concentrations 
than 1 mg/L and distinguishing between dif-
ferent metals. By combining functional ma-
terials and determining a consequent change 
in complex permittivity due to the singular 
interaction of the chemical material and the 
metal under test, it is possible to obtain a 
more speci� c EM spectrum response, with 
speci� c shi� s in amplitude (in S11) and/or in 
frequency (in Hz) at distinct frequencies. 

Bismuth (Bi) has been used in the last 
two decades to detect Zn in water, mostly 
using electrochemical methods (Švancara et 
al. 2010). � e nanoparticle form in particu-
lar has been shown to have superior sensing 
characteristics compared to the bulky Bi � lm 
electrode using electrochemical methods 
(Kadara et al. 2009). In addition, nanomateri-
als as inorganic oxide compositions are con-
sidered to be advantageous, owing to their 
strong adsorption (Sen Gupta and Bhattacha-
ryya 2011).

In this work, planar Au eight-pair IDE 
sensors were functionalised with 60  µm of 
β-Bi2O3based coatings as shown in � g.2. 
β-Bi2O390<Φ<210  nm particle size (Sigma-
Aldrich 637017) (92.5 wt. %) was used as the 
principal chemical and was mixed with 7.5 
wt. % of a binder (Butvar B98), and a suit-
able amount of ethylene glycol butyl ether 
(solvent). � e paste mixture was printed 
with a semi-automatic screen-printer (Super 
Primex) for creating the thick � lm onto the 
planar sensors. Moreover, a set of Ag eight-
pair IDE was screen-printed using a silver 
paste (Heraeus LCT3410) and functionalised 
with the same paste mixture based on β-Bi2O3 
(� g. 3c, d).

� e thickness of the thick � lm was in-
creased by multiple screen-printing, with 
curing between each layer at 170°C. � e � -
nal thickness (60  µm) was measured with a 
surface pro� ler (Taylor Hobson – Form Taly-
surf 120). 

Sample preparation
Water samples with various Zn concentra-
tions (0, 0.1, 0.5, 1, 5, 10 mg/L) were prepared 

Figure 2 Manufacturing of the f-EM sensors: the mixture in powder form (a) was mixed with a binder and 
a solvent for reaching the right viscosity to be printed onto a planar sensor (b) using a screen-printer (c).� e 
f-EM sensors were then put in an oven at 170°C (d); thus, the f-EM sensor (e) was welded with a SMA con-
nector and a sample holder was settled onto it (f).
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by spiking a precise volume of Zn 1,000 ppm 
ICP standard solution (Sigma-Aldrich 18562) 
in deionised water. 

Experimental setup
In this experimental work, the microwave 
(re� ected coe�  cient, S11, dB) and electrical 
(capacitance, Cp, F, and resistance, Rp, Ω) 
properties were measured using f-EM sensors 
based on β-Bi2O3 and their interaction with 
the Zn samples at various concentrations:
• S11 was measured with a one-port con-

� guration by connecting both uncoated 
and f-EM sensors to a Rohde and Schwarz 
ZVA 2.4 VNA through coaxial cables in 
the 100 MHz-8 GHz frequency range (as 
shown in � g. 1). For each measurement 
(n=5), 400 µL of Zn samples were allocat-
ed on the holder placed onto the sensor 
using a pipette;

• Cp and Rp were measured using a pro-
grammable LCR bridge HAMEG 8118 
measured at low frequency (30  Hz-
20  kHz) (� g. 3a): 400  µL of Zn samples 

were placed on a coated Ag-IDE screen-
printed on a microscope slide (� g. 3b, c, d) 
connected with the LCR bridge through a 
Rohde and Schwarz HZ184 Kelvin mea-
surable cable.

Results and discussion
� is work demonstrates the ability of this 
novel, electric and microwave sensing system 
combined with functional materials, to rec-
ognise and quantify Zn in water. Speci� cally, 
S11 measured with f-EM sensors with β-Bi2O3 
based coating in the frequency range 1-4 GHz, 
as shown in � g. 4a, shows two pronounced 
amplitude shi� s which are dependent on 
the Zn content. � e peak at 1.57-1.68 GHz 
(magni� ed in � g. 4b) shows improved per-
formance for detecting smaller changes in Zn 
concentrations, compared with the uncoated 
sensors (� g. 4c), where the concentration 0-1 
mg/L of Zn are not separated (at 1.26 GHz).
 � is peak is set at a diverse frequency be-
cause there is an overall shi�  toward higher 
frequencies (Δfβ-Bi2O3 + Zn samples= 300-400 MHz) 

Figure 3 Set up of the impedance measurement using a LCR bridge connected to the screen-printed mi-
croscope slide with a Ag-IDE with β-Bi2O3 based coating (a-b); (c) front and (d) back of the functionalised 
Ag-IDE.

Properties and sensing structure Frequency R2 Sensitivitya RSD (%)

Cp - coated IDE on microscope slide (60 µm) 150 Hz 0.998 0.79 nF 0.1 %

Rp - coated IDE on microscope slide (60 µm) 150 Hz 0.978b 34 kΩ 2 %

S11 - uncoated EM sensor 1.26 GHz 0.983 0.0039 dB 0.9 %

S11 – f-EM sensor (60 µm) 1.57-1.68 0.960 0.0064 dB 1.5 %

afor each 0.1 mg/L change of Zn concentration; blogarithmic 
correlation;

Table 2 Summary of statistical features obtained for electrical and microwave measurements of Zn water 
samples (0-10 mg/L).
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due to the thickness of the coating with a con-
sequent change in dielectric proprieties (Patil 
and Puri 2010).

Overall results, obtained measuring Zn 
solutions at the range 0-10 mg/L using elec-
trical and microwave techniques with coated 
and uncoated sensors are summarised in tab. 
2, with R2, the sensitivity (as change of each 
parameter for 0.1 mg/L of Zn concentration) 
and RSD (relative standard deviation, as % 
of SD/mean). � e signals were dependent 
on the type and concentration of Zn with R2 

= 0.998 and R2 = 0.978, respectively for Cp 
and Rp (� g. 5a, b): Rp is related with Zn con-
centration and with the Cp with logarithmic 
correlation. � ereby, as the Cp and Zn con-

centration increase, the Rp decreases loga-
rithmically.

Figures 5c and d show the linear corre-
lations between Zn concentration and S11, 
respectively R2  =  0.96 and R2  =  0.98 for the 
re� ected coe�  cient measured with f-EM and 
uncoated sensors. Although the R2 is slightly 
smaller with the f-EM sensor, it improves the 
capability of detecting changes of Zn espe-
cially at concentrations between 0-1  mg/L. 
Consequently, f-EM sensors were able to de-
tect Zn concentrations in water with higher 
sensitivity than the uncoated sensors, espe-
cially to distinguish Zn concentrations both 
above and below the EQS established for sur-
face water (0.1-0.2 mg/L).

Figure 4 Microwave response for spiked-water with Zn at diverse concentrations at the frequency 1-4 GHz 
(a); the highlight area, where Zn concentrations < 1mg/L were better distinguished, is expanded in (b) and 
compared with the response obtained with the uncoated sensors (c) where the Zn content is not di� erentiated, 
demonstrating the increased performed produced by the f-EM sensor.

Figure 5 Correlation using functionalised Ag-IDE for Cp and Rp and Zn samples at 150 Hz, respectively 
linear (a) and logarithmic (b); Linear correlation between S11 coe�  cient and Zn samples (0-10 mg/L) using 
f-EM sensors (at 1.57-1.68) (c) and uncoated sensor (at 1.26 GHz) (d).
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� ese e� ects are probably due to the ef-
fect of the permittivity variation of the sensi-
tive chemical layer (Bernou et al. 2000). � e 
overall propagation will depend on the per-
mittivity of the substrate and its thickness, 
and on the sensitive material permittivity, 
which will change with the adsorption of the 
Zn ions in the sensitive layer. Whenever the 
Zn water samples were removed and the sen-
sor was rinsed and allowed to dry, the sensor 
output returned to its baseline level (air spec-
tra). � is indicates that planar EM sensors are 
reusable, probably due to the weak solubility 
of metal oxides (Chu et al. 2017) and the re-
versible interaction between Zn and β-Bi2O3 
based coating.

Conclusions
� is work communicates the feasibility of us-
ing a novel EM sensing approach combined 
with f-EM sensors based on β-Bi2O3 for de-
tecting Zn concentrations in water. Exposure 
of f-EM sensors to Zn-spiked-laboratory 
samples demonstrate the ability to detect 
continuous changes in Zn concentration with 
higher sensitivity than uncoated sensors, es-
pecially for concentrations in the range 0-1 
mg/L. � is level of sensitivity is signi� cant 
as it enables the sensor to be used to monitor 
adherence to EQS. � is method potentially 
o� ers a viable alternative to costly and labour 
intensive � eld sampling and laboratory-based 
methods of analysis.

Ongoing work is investigating new sens-
ing materials to increase sensitivity and sen-
sitivity for simultaneous analysis of multi-
metal solutions and to move on the � eld to 
guarantee in situ and real-time monitoring.
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